12-1/2"+

FOR ANNULAR PIPE WITH 2 2/3"x1/2" (317 mm)
/ (68x13 mm) CORRUGATIONS WIDTH IS
13 1/8"(333 mm); WITH 5"x1"(127x25 mm) € 27/8"
(;27142;) CORRUGATIONS WIDTH IS 14 1/2"(368 mm) N § ’77; mm)

REFORMED ROLLED END
HELICAL PIPE

WATERTIGHT JOINT GASKET
WHERE REQUIRED, SEE
NOTE 3, SHEET 6A

2"x2"x3/16"
(51x51x5 mm)
1/2" BOLTS
89 mm)

FOR ANNULAR PIPE WITH 2 2/3"x1/2"
(68x13 mm) CORRUGATIONS, WIDTH IS
13 1/8"(333 mm); WITH 5"x1"

(127x25 mm) CORRUGATIONS WIDTH
1514 1/2"(368 mm)

101/2"
(267 mm)

21/2"x6"(63x152 mm) BOLTS

TENSION STRAP & BOLT BAR
SEE DETAIL Y, SHEET 6A |

K SPOT WELDS

11/2"

WATERTIGHT JOINT GASKET
WHERE REQUIRED,
SEENOTE 3,
SHEET 6A

(38 mm)

(35 mm)

TENSION STRAP AND
BOLT BAR. SEE
DETAILY, SHEET 6A
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NOTE: WIDTH B VARIES WITH COUPLING TYPE

1/2" X 6" CARRIAGE BOLT
(13x152 mm)
(FORTYPE G)

) 21/4" )
| (57 mm) £ 11/2'x21/2"x3/16"
(38x63x5 mm)
L 11/2'x2 1/2'x3/16" 916" ==
(38x63x5 mm) —————= (14mm) — | |= —
‘ %+ € ~| E
IS E3S|E
2 8 (63 mm)
Z WATERTIGHT JOINT GASKET

OR SEALANT WHERE REQUIRED
SEE NOTE 3, SHEET 6A
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} FLANGE HEIGHT 5/8"(16 mm) 61/2" (165 MM) ‘
+1/8" (3 mm) !
1/2'(13 mm)
2" 4°(102 mm)
O-RING GASKET 51mm) \
OR SEALANT WHEN | EnANANARGRE)
REQUIRED \% ‘ 16GA. ——1/2'(13 mm) DIA.
N\ = BEAVERTAIL BOLT
£
& \\\\ { £ SPOT WELDS
! ‘ ﬁ 0 /\
- { | f=E Lz dE
S B ;\‘{‘
b e e sl ‘
0.109°G mm - 7 11/2" (38 mm)
\
1 e eeamm
(25 mm)  CLAMPING BRACKET
‘ @/ SPOT WELDS B ANGLES SPACER
| | E N 4 1/2"(13 mm) DIA.
| 3| E v BEAVERTAIL BOLT
1 o - — - .
58" | | | s N o
I )
16 mm) 53/ (16 mm) 8 (51 mm) SPOT WELDS
(70 mm)
TENSION STRAP AND

BOLT BAR. SEE

SEE DETAILS Z & Z-1 DETAILY, SHEET 6A
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1. THE METRIC CONVERSIONS ARE PROVIDED IN
PARENTHESIS FOLLOWING THE ENGLISH UNITS.



